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@ Application fEH

« Industry Machine % 3 £
& Feature 4324

+ Bore Encoder il F|E

- Bore Diameter Options Available %]
* Heavy Duty Ei1gifi

& Resolution fZiTE

20, 30, 40, 50, 60, 100, 120, 200, 300, 360
P/R

@& Mechanical Spec. #HRE

Shaft Diameter #jiii% O 11, ®24mm

Starting Torque ?s,*sﬁa;swg 2.2 Ncm
Shaft Loading #lifit Fi Radial [fj: 160 N
Axial  dlijfy): 80 N
Max. R.P.M. fs~fEiH 6000

Net Weight J51Ei 6309
@ Environmental Spec. IRIEF&

Operating Temp. [ EE4E -10 ~+70C

Storage Temp. 7 V% -20 ~ +80°C
Operating Humidity RH 85% max
[ non-collecting
Shock fEEk 490 m/s®, 3Dx2 times
Vibration Fg#H 0.6mm, 10~55KHz,
3Dx30min.

Protection [H7E=7k IP 54
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ELK

Hollow Type Encoder

@& Ordering Information ;TEEE&E

ELK-_ /-0 U-10 015

20PR 100 | 100PR A axis
30PR 120 | 120PR
40 40PR 200 | 200PRm
50 | 50pPr 300 | 300pPR
60 | 60PR 360 | 360PR
FLER  Tfant i e i 523:0
11:11mm V : voltage output T:TTL5V 015: 1.5M

24:24mm O : opencollector H : High voltage 8~24V

@& Mechanical Drawing 9 ER;

Unit: mm
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