HBI

Hollow Type Encoder
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@ Application fEH

« For Elevator Use F‘ﬁ?}ﬁj ]

& Feature 1334

« For Elevator Use %ﬁiﬁ[ H

- Big Size JF‘E}?‘E?*

- Easy Mounting b4 25

@& Resolution FRiTE

600, 1024 P/R

@& Mechanical Spec. RS

Shaft Diameter fili%
Starting Torque fg%ﬁﬁii%ﬁ%ﬁ

Shaft Loading #lifit Fi

Max. R.P.M. f il

Net Weight 351

@®30mm

6 Ncm

Radial [fj: 200N
Axial  fifi[fj: 100 N
3000

1010g

@ Environmental Spec. IEIEF4

Operating Temp. & [=E
Storage Temp. @ EVE
Operating Humidity
B

Shock &

Vibration %;—"gﬁ

Protection [[H7E78

-10 ~ +70C

-20 ~+80C

RH 85% max
non-collecting

490 m/s’, 3Dx2 times
0.6mm, 10~55KHz,
3Dx30min.
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HBI

Hollow Type Encoder

@ Ordering Information ZTEEE

HBI - [ [I[l-lp[]-[]oo02
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30:30mm P: pushpull T:TTL5V 002:20CM
35:35mm H : High voltage 8~24V
40:40mm
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