HS-401

Encoder Module

& Feature

- Two Channel Quadrature Output with
Index Pulse

+ Low Cost

+ Easy to Mount

- No Signal Adjustment required

« Small Size

« TTL Compatible

+ Single 5V Supply

@ Absolute Maximum Ratings & Resolution
Operating / Storage Temp. -10 ~ +85°C 100, 200, 300, 400, 500, 600, 1000, 1024,
Supply Voltage 0.5~7V 2000, 2048 CPR
Output Voltage -0.5 ~ Vcc
Output Current per Channel -1.0~ 18 mA
Response Frequency 100KHz
@ Block Diagram & Output Waveform
M SEaeTAr 3 Frr————— = — = — n C
1 RES'STOR| 1) | Vce
A A e o 1 0
I | P |3 P
| LENS ! !
[} I
| I | pHOTO ! = = _2.4v
E ! | piobEs COEQ)PéASR AT ! N J @ —\—04V
| e X :D CHANNEL A 5 S1,S0R83 54 CH A
—+= i I 2 =
| S z X ! 3 —2.4v
t ' B =
| ! % CHAI\llNEL B % o F . —04V oy
I g
: e 4 -+ _24V
e SIGNAL | B
] i*] PROCESSING |
| : CIRCUITRY. { P = — 0.4V CH 1
I
| : ; GND -
! 1 o, ROTATION
L _____4d - __ 4
EMITTER SELECTION CODE DETECTOR SELECTION
WHEEL
& Ordering Information
HS —401 —I Bore Diameter H Resolution PIR |—|0utput ModeH Qutput Phase ‘—‘Power Sourcel
4: ®4mm, 5: ¢5mm, 100, 200, 300, 400, 500, 600, V:Voltage 2: A, B phase 5:DC 5V
6:dBmm, 6.35: @6.35mm, 1000, 1024, 2000, 2048+ 3: A, B, Z phase 8: DC 8~24V

8: ¢6mm
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HS-401

Encoder Module

@& Package Dimension (Unit: mm)
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